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A Kall: Helghf‘Partlhon (Semi Glazed)

EABLS FallHeight Rartitioni(Fully Solid) o,

Providing and fixing in position partly glazed f‘ull Height
Partition work as per drawing in frame work at 600 mmX600
mm grid {horizontally and vertically) comprising of 30 mm X50
mm Almunium section of heavy page as per frame work shown
in the drawings with 12 mm BWP grade plywood
(Sylvan/Austin/Saburt) on both sides finished with 1.0 mm thick
laminates of (Sunmica/Merrino/Newmica) approved shade and
colour as shown in drawings. Item to include |2 mm thick
Toughened glass with approved colour etching and frosting as
per design and 2"x2” T.W. member for door sides and glass
sides and T.W. door frame to take 12 mm thick glass with
etching and frosting. All exposed T.W. surfaces to be finished in
melamine polish of maiching laminate colour as directed
including all necessary Stainless Steel finish fittings/hardware,
wood preservative paint etc. as per list of approved material and
as approved by the Project Consultant/Bank complete in all
respects.(Note : In case of false ceiling, the vertical members to
be fixed with pucca ceiling but the area of parlition payable wilt
be below the false ceiling only)

Specification same as 1{a)

SS1€ | Low Heightipartition: (1p:fo 1500-mm ht,) - . .o o

0000

Specification same as 1(a)

FADE Rully ' Glazed Parfition

200.00

partition with chemically eaching as per design.the partiton will
be supported with S.S patch panel fittings asper drawing and
design. The exposed edge of the glass partition should be
polished to super quality. The work should be completed as
perdirection of architect including cost of all labour & material

Providing , fitting & fixing 12mm thlck Toughened glass

200.00

._:.Eﬂgubber‘WOGdrBeadiﬁg‘ SN e TR

kT

Providing,fitting and fixing rubber wood beadmg in low helght
partion,cash counter front & low height cash counter front with
All rubber wood beading surfaces to be finished in melamine
polish of matching laminate colour as directed. The work should
be completed as per direction of architect including cost of]
labour and material

RFT
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Prowdmg and f‘ xmg party glazed doors of sizes as shown in the SFT 175.00
drawing.The door shutter shall of 32 mm thick flush shutter of]
approved make and finished with 1.0 mm thick Laminate on
both sides as per architects direction.,The shutter will have
partly glazed 12 mm thick Frosted toughened glass, side beveled
,with vision panel, high polished with body etching/LOGO .The
rates are inclusive of approved patch fitting locking system,|
pair of 18" long S.S Handles of approved make,heavy duty Floor
spring,Door  closure,Dead  locktop  pivottop  patch
fittings,bottom patch fittings,corner lock with strike plate and
euro profile cilinder and all labour, materials, taxes, leads & lift
to the place of work executed to the satisfaction of the

Architect./Bank
tpate(upitoilisMsh S EE R (R A
Specifi canon same as 2A , but ﬁ.llly solld SFT 15.00
2G| MainiEntraneeiDoo i (With:Toug hened{GI48s) e B
Providing and fixing fully glazed Aluminium (heavy duty 14 SFT 70.00

gauge)Doors at the Main Entrance with 6"x2" sections for top &
bottom rails, 2"x2" for vertical styles.12mm thk toughened glass
with frosting and etthing/LOGO shall be fixed in the
framing.Rate shall include pad lockheavy duty floor spring (2
nos),18"long 8.8 Handles (2 nos),gaskets,top and bottom patch
fitting locking systems of approved make.

Providing and fixing Godrej make over head door closers to
manager s chamber door wnh necessary fi fi xtures and fi ttmgs etc.

Providing & fixing Godrej make heavyduty floor spring in
entrance door with necessary fi xtures and fittings etc,

False Cellmg (Gypsum Board)Provxdmg & ﬁxmg in posmon 1,250.00
false ceiling in Gypboard 12 mm thick {with 3" cornice) for
herizontals & Verticals fixed over G.I frame workas specified
by India Gupsm Co. Ltd. including trap doors for A.C. Unit in
18mm thick M. R. Grade Plywood with Stainless Steel hinges &
locks with moulding 1” x 1 for edges including finishing with
White Plastic Emulsion Paint etc. complete in all respects.(Note
:- Only the plan area will be measured for payment. No exira

payment will be made for cutouts, grooves,mouldings etc.)
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Provxdmg & f‘ xmg in posmon faise ce11mg in Armstrong 600 x
600 mm x 15/16 mm Dune Supreme RH 93 Prima tile with
shethard gride Tegularedge framework as specified by
Armstrong Co. with suspenders whereverrequired. Making
necessary framework for A. C. ducting, if any, andnecessary
cutouts for diffusers and light fittings, taping and finishing
toproper line & level, including making grooves and trap doars
for A. C. unit inl® mm thick M. R. Grade Plywood with
Stainless Steel hinges & locks withmoulding 1™ x 1™ for edges
including finishing with White Plastic Emulsion Paint etc.
completé in all respects.(Note :- Only the plan area will be
measured for payment. No extra payment will be made for
cutouts, grooves,mouldings etc.)

SFT

170.00

A RrontOfficelCotinter: < . . . - G e LT e

Providing and fixing of front ofﬁce counter table size of 5-
6"X3-0"x2-6" with Modular Table Top of 25 mm thick Ply
Board and consist drawer units slides on telescopic slider and a
cupboard unit made-up of 19 mm thick ply with locking
arrangement. The unit also include a 4" front edge band . The
exposed edge surfaces are to be finished with 1.0 mm thick
laminates as per design of approved shade and the inner surface
is finished with 0.8 mm thick laminate of approved shade , A
cable manager is to be fixed as per drawing and design. The
work is to be completed with all labour and material including
all the hardware required.

$ §|CHsh Counter: &

LYY IR

Prowdmg and fixing of‘ counter table of size 53"3\3' 0"x 2-6"
with Modular Table Top of 25 mm thk Ply Board and the front
facia israised up to ht of 3'-10" and front drawer unit consisting
3 Nos of drawerunits slides on telescopic slider made up of 19
mm thick BWR grade ply (Sylvan,Duro) ply with locking
arrangement. The exposed edge surfaces are to be finished with
1.0 mm th.laminates as per design of approved shade and the
inner surface to be finished with (.8 mm thick laminate of]
approved shade . A cable manager is to be fixed as per drawing
and design.It also include a 12 mm thick fully eached and edge
polished 15" wide horizontal glass member fixed with the
partition by SS patch panel and SS stude as per design. The
work is to be completed with all labour and material as per
drawing and design including all the hardware required.

2.00

9937147719
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Prowdmg modular executive type manager table top of size 6- NOS 1,00
0"x3-0"x2'-6",with Modular Table Top of 25 mm thk Sclid Ply
and a side credenza of size 3'-6"x1'-6"x2-6" and a front drawer,
unit consisting 3Nos of drawer units slides con telescopic slider
made up of 19 mm thk BWR grade ply (Sylvan,Duro) with
locking arrangement. The exposed edge surfaces are to be
finished with 1.0 mm th.laminates as per design of approved
shadea and the inner surface is finished with 0.8 mm thk
laminate of approved shade . A cable manager is to be fixed as
per drawing and design.The side credenza will have two drawer
unit slides on telescopic slider and two cupboard unit. The work
should be completed including all labour and material.

10| May-I:Help:Yon: (801X 21:614)- 2% : 3 % e 2
Providing and fixing in position May 1 Help You table made cut| NOS NIL
of 19mm BWR BB for front , top and sides finished with 1.0mm ’
thk. Laminate . Table will have two drawers made out of 19mm
thk. BWR BB ,1.0mm laminate for front,12mm BWR ply for
both sides and 6mm ply for base and shutter fabricated out of]
19mm BWR BB ,1.0mm thk. Laminate. Drawer should run on
Sliding channel All inside area to be enamel painted.All
exposed edges to be finished with white beach/white ceader
moulding/lipping(as per design)with natural polish.Wire
manager (approved colour),Ready made CPU wolly,leg
rest,black powder coated readymade Key board tray, Mouse pad
tray finished with 1.0mm laminate to be provided.The drawer &
shutters to be provided with 4" sfs finish handle,godrej
multipurpose lock,auto closing hinges ete.Table will have 12mm
thk. bevelled glass and 18mm thk.jet black granite for top.19mm
BWR b/b finished with 1.0mm thk.bruss steel laminate to be
provided as shown in drawing.Table front will have some rasied
portition finished with 1.0mm thk approved colour laminate as
per drawings, The work to be completed

As per specification,design and approval of the Architects.
11 |Backi@fficer sdlabile-> -~ 0t i e D S NCOCTRRRARTA etk
Providing and fixing of Back office counter table size of 4' NOS 4.00
6"X2-6"x2'-6" with Modular Table Top of 25 mm thk Ply
Board andconsist drawer units slides on telescopic slider and a
cupboard unit made-up of 19 mm thick BWR grade ply
(Sylvan,Duro) with locking arrangement. The unit also include a
4" front edge band . The exposed edge surfaces are to be
finished with 1.0 mm thick laminates as per design of approved
shade and the inner surface is finished with 0.8 mm thick
laminate of approved shade . A cable manager is to be fixed as
per drawing and design. The work is to be completed with all
labour and material including all the hardware required.
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Prov1d1ng & f ixing of counter table of 3'-0"X2’ 9“ and front NOS 1.00
drawer unit consisting 3 No’s of drawer units slides on
telescopic slider made up of 19mm th. Ply with locking
arrangement. The exposed edge surfaces are 1o be finished with
1.0mm th, Laminates as per design of approved shade and the
inner surface is painted with two coats of enamel paint of]
approved colour over one coat of primer with cable manager are
to be fixed as per drawing and design. The work is to be
completed with all labour and material including all the
hardware required.

| Ruiining-Table For Fak/Printer - - : .

Providing and fixing of running counter table with Modular RFT 5.00
Table Top made up of 25 mm thick ply with Postforming edges
and drawer unit consisting 3 No's of drawer units slides on
telescopic slider made up of with locking arrangement. The
exposed edge surfaces are to be finished with 1.0 mm
th.laminates as per design of approved shadea and the inner
surface is finished with 0.8 mm thick Laminate of approved
shade and colour. A readymade key board try, CPU traly (
EBCOmake) and cable manager are to be fixed as per drawing
and design.Thework is to be completed with all labour and
material including all the hardware required.

41| Liosw Heighti&:FullHeight Storage-( 450mm Depth). . R | R
Providing and fixing of low height storage cabinate havmg 450 SFT 400.00
mm. depth & 25 mm thick Modular Top made from 19 mm
thick BWR. grade solid ply (Sylvan,Duro) all side finished with
1.0 mm thick Laminate of approved shade on the exterior side
as per design of approved colour and the inner surface is
finished with 0.8 mm thick Laminate of approved colour, The
work shall be completed with all necessary hardwares i.e, $.5

Handies,brass locks,wall catches etc,labour and materials etc.

eiamllnih £ 4.

e

S| KeyBoardiiTay i Sen i il iy e R e
Providing & supplying metal Leyboard uay w1thout Mousepad NOS 8.00
manufacture by M/S Godrej/EBCO.The Keyboard is pullout
type, fixed to channels and screwed to below tabie top.

Prov:dmg & supplymg metal CPU tro]ly mauufactured by M/S NOS 8.00
Godre)/EBCQO attached with 4 wheels for holding CPU and

smooth movement.
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Encasmg to columns Bankmg hall etc where ever showu in| SFT 400.00
drawings by fixing 12.0 mm thick BWR Grade Ply (Duro,Mayur
Gold) and providing 6.0 mm thk horizontal grooves to the
frames made out of Heavy duty Aluminium Box sections
50mmX25mm@600mm  cfc,both ways horizontally and
vertically on the wall by means of nailing or screwing over with
1 mm thick laminate of approved shade fixed by means of]
adhesive having grooves & necessary white beach beading as
directed by the Architect finished with wooden
moulding,skirting & Lipping etc. . At places niches shall be
created to accommodate 12 mm tk soft board & fabric of
approved quality fixed with necessary frame work of wood .
Nitches shall be leaped with WB wood which is also melamine
polished. The cost includes all the materials, labour,
transportation taxes etc., complete for the work.

Supplying and erecting free-standmg suggestions box of overall] NOS 1,00
size , 450 mm long x 300 mm deep x 900 min high made of 19
mm thick phenol formaldehyde block board, all as in drawing,
complete. with hardware. Fittings and fixtures of approved make
and quality. Top and all exposed surfaces of block board are to
be finished with 1mm thick laminate sheet of approved shade
and quality. Inner faces of block board surfaces are to be
finished with minimum two coats of synthetic enamel paint of]
approved shads and quality over a coat of approved primer.

19, 3| Clieqiie:DropiBo T &% 1 : :
Supplying and_EEEtmg cheque drop box (overa[l size 450 mm x| NOS 1.00
300 mm x 750 mm) made. of 19mm thick phenol formaldehyde
bonded plyboard andhe curved portion at top made out of 90
mm x 90 mm C.Pteak woodsection, A slit opening of 10 mm x
150 mm is to be provided at the top of thebox. An openable
shutter of 259 mm x 262 mm size made of 1 9 mm thickphenol
formaldehyde bonded block board is to be provided at 1.50
mmabove finished floor level. All the exposed timber surfaces
including. all freeedges are to be finished with | rmm thick
laminate sheet of combinationshade .Inner faces of block board
surfaces are to be finished with minimumtwo coats of synthetic
enomal. paint of approved shade and quality over acoat of]
approved primer.Rate .to include cost of necessary hardware
fittingse.g. brass hinges, lock, knob ete. of approved.designand

quality.
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Providing , fitting , fixing writing plat form at a height of 4
above floor level fixed to the wall made out of 19 mm BWP
block board with lamination 1 mmtk on top & hard wood
beading ducco painted . At least 10 nos verlical slip inchaian
shelfs attached to wall over writing platform made out of min 4
mm tkacrylic sheets with 6 mm tk ply back up. Each chalan
shelf will be of size 6"height , 6 wide .The entire unit will be
complete in allrespect includingmaterials abor etc to the
satisfaction of consultant .

5.00

A

Nofice'Bgard: S

Providing soft board covered w1th approved f'lbnc wuh wooden
frame work and decorative beading for display drawings and
documents,with lockingarangementof the sliding shutter made
up of 8mm th. flot glass. The workshould be done including ail
labour and material.

SFT

15.00

X

Ly

2| VertiCallBlimas: -5 ey - I

Supplying, fittmg & fixing in posmon coloured 033mm
thickness acrylic coated cleanable/ washable Roller blinds
(Marvel or its equivalent, as approved) inclusive of all
recommended accessories colour pattern eic., as per Architect’s
approval. The cost includes all the materials,
labour,trasportation taxes etc, complete for the work.

e
1231

WalliBlasticiPaint, iz -

A

fay T

Pl IR (D

PR Rk 7] NN

Providing & applying 2 coats of plastlc emu[swn palnt of royale
ICI dulux & approved shade on wall, columns, beams, ceiling,
etc. of back office hallincluding locker room, including
preparation of surface, sand papering theintermediate coats,
including cost of all materials, labour, conveyance,taxes,
royalties, scaffolding, watering, curing, sundries, T&P, etc., as
per direction of Engineer-in-charge.

SFT

2,500.00

WalFPutty:Work: (With ' BIO.P Punning) * e TR

P

gy B

make the total plastered wall surface perfectly leveled ,
including cost of all materials,labour, conveyance, taxes,
royalties, scaffolding, watering, curing, sundries, T&P, etc., as
per direction of Engineer-in-charge,

Providing and applying wall puttyputty work punning in order to

SFT

1.500.00

3 RollmgLShutte I BoXing(With: A:C.P).

e Lo
L.

Prowdmg & fixing 3 mm thick Aluminium Composite Panel
boxing for existing rolling shutter.Necessary arrangement shall
be provided for trap door for smooth operation of shutters and
rest is closed with mirror screws.the shutter shall be finished
with approved 3.0 mm thick ACP on all exposed sides,enamel
paint internally and the rates shall be inclusive of all fittings Ike
hinges,ball catches,tower bolt (Ebco make) etc

“SFT
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S S logo of Bank Of Baroda in SS plate of 18 inch dia and 7.00
Poster Frame - one set poster frame consisting 2 sheets of]
imporetd acrylic of 5 mm thickness front sheet with half inch
moulding and edge polished;back sheet with polished edge and
Alumunuum stud for fixing the frame on wall,One Pin Board for
fixing Notices and other communication made of 24"X18" soft
board,with hardwood and aluminium frame,covered with satin
of appropriate colour.

27+ |Sofis¢ape Blements: - . L0 557 - o ¥

Providing rectangular Landscape boxes of size in Main Entrance|  NOS 2.00
area ,in pot shaped boxing and finishing using 1.0 mm thick
stainless steel finish mica of ISI Grade and edges finished in
hardwood reapers all around and filling a height of 8" width
Jfilling with white pebbles of 1/2" to3/4" size and inserting 4 nos
indoor plants and green creepers.The size of plywood boxing
has to be 50"X1'3" and height 1'6" using 19 mm marine ply
boxing.The rate shall include materials,labour,fiitting and fixing
etc complete and as per the direction of the Architect/Bank.

T

L]

Standing Writing Ledat (20! Diz): ol - TS
Providing and Fixing Writing Ledge as per Design made out of NOS 1.00

18mm plywood with necessary groove patterns 1.0 mm
laminates to be cladded,12mm machine polished glass to be
provided on top of the writing ledge,small boxes to be made out
of 18mm M.R plywoods to be made on top of the writing ledge
finished with 1.0mm laminate ,with enamel painted inside.

29| Anti ermite Treatiment(PestControl)- g LR
Anti termite treatment with approved chemicals for entire ﬂoor SFT 1,700.00
area,wall area and hidden woodwork.
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PR

Prowdmg and ]aymg Uhmy counter using 23 mm thlck BWR RFT 5.00
Grade ply Top,sides and back with storage units below the
counter (450 mm depth).19 mm thick ply shutter with box type
self closing higes of approved make and steam beach lipping
finished with melamine polish.All external surface to be
finished with 1.00 mm thick laminate of approved
shade.Division of shutters shall be made equally according to
the length of the storage unit.A 19 mm thick coom ply shelf on
battens shall be provided in the middie.suitable sieam beach
moulding with melamine polish shall be provided to the edge of]
the counter top.
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SLNo. Particulars Unit Quantity (in Rs.) (in Rs))

TA | EulliHeigHtPaEtition (Rully:Sglid) :
Providlng and fixing of full ht solid partition made out off SFT 60.00
salwood frame centre to centre section size 2"x 2" both ways
rigidly fixed/covered with wooden plug/raw plug with 9 mm thk
comm. ply and MS Grill { 4"x4" ¢/c of 8 mm squre bar duly
painted with enamel paint and metal based primer) sandwitchted
between wooden frame and 9mm thk. ply to strengthen partition,
finished with one side with 1.5 mm thick laminate and other side
with 6mm thick extra clear white back painted glass in plumb
line and level, fixed with groove, finished the joints/grooves
with matching colour silicon. M.S, grill shall be fixed/grouted
firmly at ground and ceiling at every 2' interval with heavy duty
hold fast or as directed by bank. Rate shall be of Inclusive of P/
of silver metal coated laminates skirting of 75mm high & groove
at skirting level.

B |as Above but f' mshed in both side laminates.

A D Bl S A
Providing & fabncatmg fixing door shutter with 28mm x 75mm| SFT 15.00
height &28mm x 75mm,28 mmx 60mm, 28mm x8Cmm rails
respectively by usingGiringa/ Kasi wood of well seasoned with
necessary wood joining,planning, polishing etc., as per drawing
matching the aligned partition . Theshutter will have part glazed
8mm thk float glass side beveled , highpolished with body
itching of st globain & part solid one covered with 6mmBWP
ply, both sides covered with I mm tk laminate of approved
shade withnecessary WB wood beading etc mat polished with
melamine polish of asian / ici , complete to match the aligned
partition elevations designs, therates are inclusive of cost of]
necessary hinges, handles, Godrej make nightlatch, hydraulic
door Closure, aldrops etc., all labour, materials, taxes, leads&
lift to the place of work executed to the satisfaction of the
Architect.

'«i*q 8 :.‘-1"-

3B+ MainiEntrance:Door: (Size ~ 3'6¥X 750! B
Providing , fitting and fixing Entrance Door { Glazed ) as per SFT
drwing in red Anodised aluminium door single groove section of]
size 125mmx25mm (Jindal make )} in top and bottom & side
glazed with 12mm thick glass of approved make with etching
and frosting, Item to include all necessary hardware of Stainless
Steel finish as approved by Project Consultant/Bank complete in
all respects.8mm thick glass door Corperation bank monogram

in itching pattern.and Door mat of approved size as per the site
requirments.

(a) Open able portion (with Banks Monogram and handle ) SIT 25.00
(b) Fixed portion
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Prowdmg and ﬁmng of ﬁJlIy g]azed partmon wnh 12mm thlck SFT 70.00
toughened glass fitted with heavy duty SS patch fittings at the
interval of minimum 2' interval at top, bottom and sides as per
site condition

A AATT) @HZEQUEJ)ROP BOX: - . o R EE s e
Providing and making cheque drop box [.53'x1'x(9" deep)as per NOS 1.00
design & pattern with 19 mm ply finished exterior surface with
6 mm thick extra clear white painted glass having 4"x1" slots
with 3 mm thick S.S. plat pasted with metal adhesive. Rate shall
includes all necessary hardwires and locking and side opening

arrangements.
B |as above but for 6" deep dustbins having 4"xas per design &
pattern,
5K | GlassiDivider; bogie ' SRR SRR
Providing and fixing of 12 mm thlck tougheued frosted glass SFT 25.00

B |divider between machines with necessary fittings and hardware
as per drawing

C (Providing cylindrical type SS dustbin of 9" dia & 18" height NOS 1.00
P& F OF 3'X2" aluminum signage with double layer Smm thk.| NOS 2.00
D |Acrylic sheet fixed with 8S Stud as per design and pattern
provided by Bank. .

| WaTHn g edge s o S . . s e
One nos of wrltmg ledge cum mformatlon pane] and storage NOS 1.00
space made of 16swg ms steel,powder coated with asian paint
powder finish with PU ceating and scratch resistance and UV
protection.SET should be painted with logo colour.Chegue drop
box in an integrated design and collapsible lid betwwn yhe
cheque drop box outlet and waist bin to avert instance of cheque
being dropped accidentally in the waste bin while being
collected.

Providing and making cantilever ledge rested on two nos. NIL
cheque drop box at 3'6" height of size as per desing in curve
B |shape at vertical & horizontal junctions using 6mm flexible ply
finished with high gloss laminates of matching shade laminates.

7| Banksil CErAmePiBoard:: . Lol o BT sl w0
8.8 logo of Bank Bank Of Baroda in SS plate of 18 mch d|a and NOS 2.00

Poster Frame - one set poster frame consisting 2 sheets of
imparetd acrylic of 5 mm thickness front sheet with half inch
moulding and edge polished;back sheet with polished edge and
Alumunuum stud for fixing the frame on wall,One Pin Board for
fixing Notices and other communication made of 24"x18" soft
board,with hardwood and aluminium frame,covered with satin
of appropriate colour.
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Prowdmg & fixing Godrej make heavyduty ﬂoor sprmg in
entrance door with necessary ﬁ\tures and fittings etc.

False Ceiling (Gypsum Board) Prowdmg & fixing in pos:tlon SFT 90.00
false ceiling in Gypboard 12 mm thick for horizontals &
Verticals fixed over G.l. frame workas specified by India
Gupsm Co. Ltd. including trap doors for A.C. Unit in 18mm
thick M. R. Grade Plywood with Stainless Steel hinges & locks
withmoulding 1" x 1™ for edges including finishing with White
Plastic EmulsionPaint etc, complete in all respects.(Note :- Only
the plan area will bemeasured for payment. No extra payment
will be made for cutouts, grooves,mouldings etc.)

10 - [BlowerPot 5 « "8 .- Tmipel ‘ R
Flower Pot made of BRASS with asortment of amf c:al ﬂower NOS
plants of premium quality as per the drawing laid down by the
Architect.
| FireExtinguisher
Providing 1Kg capaclty "ABC" type fire Extmgursher
1247 |Wall-Rahelling (WithiACP) . i e
B |Providing & Fixing in position aluminum composite panel|l SFT 175.00
(ACP) with framing of aluminium tube sections of min 1.5"-1"
and 20 gauge 2'-0" C/C both ways. ACP to be in 2' width panels
or distributed equally.Panel to be fixed to the frame with 3M or
equivalent adhesiveJoint to be finished with silicon based
sealant, ACP thickness of 3 mm minimun.Aluminium foil
thickness to be Min 0.20MM both
sides. ALUBOND,EUROBOND,or equivalent ISO certified or
approved brands to be used.

13| WalliPlastic Pajnts: ~.". 0 :
Providing & applying 2 coats of plastic emulsion paint of royale| SFT 200.00
ICI dulux & approved shade on wall, columns, beams, ceiling,
etc, of back office hallincluding locker room, including
preparation of surface, sand papering theintermediate coats,
including cost of all materials, labour, conveyancetaxes,
royalties, scaffolding, watering, curing, sundries, T&P, etc., as
per direction of Engineer-in-charge.

s [ i,

14. - |WalliButty Work:=, o0 5 s z ok i
Providing and applymg wa]l putty work punning in order to| SFT 200.00

make the total plastered wall surface perfectly leveled ,
including cost of all materials,labour, conveyance, taxes,
royalties, scaffolding, watering, curing, sundries, T&P, etc., as
per direction of Engineer-in-charge.

= T il e S
e el I
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Encasmg to columns Bankmg hall etc where ever shoxvn in] SFT NIL
drawings by fixing l2.0 mm thick BWR. Grade Ply {Duro,Mayur:
Gold) and providing 6.0 mm thk horizontal grooves to the
frames made out of Heavy duty Aluminium Box sections
S0mmX25mm@600mm  c/e,both  ways  horizontally and
vertically on the wall by means of nailing or screwing over with
1 mm thick laminate of approved shade fixed by means of]
adhesive having grooves & necessary white beach beading as
directed by the Architect finished with wooden
moulding,skirting & Lipping etc, . At places niches shall be
created to accommodate 12 mm tk soft board & fabric of]
approved quality fixed with necessary frame work of weod .
Nitches shail be leaped with WB wood which is also melamine
polished. The cost includes all the materials, labour,
transportation taxes etc., complete for the work.

¢ oXifig(With ACP). 5 -~ . . o] . cefee e[ -
Prowdmg & f‘ ixing 3 mm thick Aluminium Composue Panel SFT 75.00
boxing for existing rolling shutter.Necessary arrangement shall
be provided for trap door for smooth operation of shutters and
rest is closed with mirror screws.the shutter shall be finished
with approved 3.0 mm thick ACP on all exposed sides,enamel
paint internally and the rates shall be inclusive of all fittings lke
hinges,ball catches,tower bolt (Ebco make) etc

19 mm thick granite slabs(in black co[our) as per the ﬂoormg SFT NIL
pattern of the bank (steps and cladding) including moulding.
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Dismantling and removing brick masonry wa[] in cement moratr]  SFT NIL
without damaging the existing strucure and removing debris
with all lead lifts.(Doors and pipe lines, if any, should also be
remaoved without damaging it).and costructing brick/ sold block
for 9”thick partition walls till RCC lintel vl in super structure
using in cement mortar 1:4 plaster and finished to match the
existing wall.

GRAND TOTAL |
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